
New Year. New Opportunities.
New Normal?  
As we head into 2022, the more things change, the more they stay the same.  
When change is the only constant, use a removable label.

Applications to consider:    Spinnaker stocks the following items to meet these needs:

New combined swatchbook!  
The new version includes information and swatches for 
both Offset and Digital print technologies.
Ask your Spinnaker sales rep for your copy!

 surface sanitation notice
 temporary signage 
 security notices
 public assurance notices
 floor & window graphics
 automotive sanitation seals
 temporary policy changes

 0083439   Seals / 60# Ultra Matte™ / Removable / 12x18 10-up 51/2x3 
 0083455   60# Ultra Matte™ / Removable / 81/2x11 6-up 31/3” circles
 0083456   60# Ultra Matte™ / Removable / 81/2x11 20-up 2” circles
 0083454   Matte White Digital Vinyl / Ultra Rem / 12x18 6-up 51/2” circles
 0083439   Name Badge / 50# Uncoated / Badge Adh. / 8.5x11 8-up 33/8x21/3
 0045509   Matte White Digital Vinyl / Ultra Rem / 12x18 0-Split
 0045510   Matte White Digital Vinyl / Ultra Rem / 12x18 Scored

800.543.9452  Technical Consulting: 877.210.5104   
spinps.com   sales@spinps.com   1.22

  
on includes information and swatches for 

800.543.9452  Technical Consulting: 877.210.5104   Technical Consulting: 877.210.5104   T
spinps.com   sales@spinps.com   1.22

Papers
60# Gloss

55# Semi Gloss

60# Ultra MatteTM

60# Bright White                   and ink jet printable

60# Gloss Cover-up
60# Ultra MatteTM Cover-up

Films and SpecialtyGloss White Laser PolyesterMatte White Laser PolyesterGloss Clear Laser Polyester
Digital Satin Cloth

For optimal printer settings, approvals, and certifications, visit spinps.com.  

GSM denotes typical values.  R Indicates GSM value for removable adhesive item.  ^ Items also sold in individual 100 sheet box.     
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DiversiPrint ®For Production Toner Presses, Laser Printers, and Copiers

Tips for printing DiversiPrint ® pressure sensitive

PAPER PRODUCTSLaser printing after offset printing:
 For best laser processing results, immediately package offset printed stock in a moisture barrier wrap

Desktop and mid-range printers:
 Feed through manual feed tray
 Use “heavy paper” setting or set to proper GSM for best toner anchorage

High-speed laser printers:
 For best feeding results, use the belt/friction feed loading tray and the top delivery tray

 Use the appropriate weight setting for best toner anchorage and feeding

FILM PRODUCTS For best toner anchorage, use appropriate weight or thickness setting, which on some printers is the 

    “heavyweight” setting When printing clear, choose the “white” setting so the printer will recognize the liner

 Use the maximum amount of static elimination

 If a jam occurs, turn the sheets so that the opposite edge becomes the feed edge as the jam may 

    have been caused by a bent corner

Tips for printing Digital Dual Purpose Films

 Condition stock at pressroom conditions for a minimum of 24 hours

 Set to appropriate GSM and/or caliper or use “heavyweight” setting

 If film is clear, use “white” setting
 For HP Indigo, the blanket temperature may be increased to improve ink anchorage

 Use the maximum amount of static elimination

Tips for printing Digi TM pressure sensitive

 Condition stock at pressroom conditions for a minimum of 24 hours

 For best ink anchorage and feeding results, use appropriate GSM or thickness setting

 To improve ink anchorage, the blanket temperature may be increased

For certifications, approvals, and optimal printer settings, visit spinps.com, email sales@spinps.com, 

or call our Technical Consulting Hotline at 877.210.5104.

Dual Purpose For HP Indigo Digital Presses, Production Toner Presses, 

and Laser Printers

Films
7 Mil Digital Teslin®

Matte White Digital Vinyl

Matte Clear Digital Vinyl

Papers
Gloss Optimized

Semi Gloss

Matte 

Uncoated Finch Fine® iD 

8 Pt Tag Optimized
Gloss Cover-up OptimizedMatte Cover-up

For optimal printer settings, approvals, and certifications, visit spinps.com.  

GSM denotes typical values.  R Indicates GSM value for removable adhesive item. 
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Digi TM

For HP Indigo Digital Presses

White Papers60# High Gloss

60# Semi Gloss

60# Satin Litho
60# Ultra MatteTM

60# Offset

60# Bright White
8 Pt C1S Tag

Most offset printable papers are suitable for printing on dry toner production presses*
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Pressure Sensitive Products forOffset Printing

Latex Impregnated60# White Latex

60# Cover-upsCoverglosTM
(High Gloss)

Semi GlossCover-up
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A collection of products for those who care

Liner weight is 80# on all products except where noted.  

*Due to machine capabilities and setting adjustments, specific printer testing is recommended.  

60# Astrobrights®Solar Yellow

Pulsar Pink

Cosmic Orange
Terra Green

Lunar Blue

Orbit Orange

Re-Entry Red
Gamma Green

Other Colors
60# Brown Kraft

60# Natural Cream

Most offset printable papers are suitable for printing on dry toner production presses*
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Films
2 Mil TC Clear Polyester

3.4 Mil TC Matte White Vinyl

7 Mil Teslin ®

Specialty
Satin Cloth
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Pressure Sensitive Products forOffset Printing
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Tips for printing and converting Offset pressure sensitive

Storage:
 Store pressure sensitive stock on a flat surface in a cool dry area between 65 and 75 degrees at  

    50% relative humidity  Break bands to relieve pressure on skid-packed stock

 Do not double stack skids or stack more than 5,000 sheets high

 Do not open sealed packages until ready to print

 Return unused stock to cartons or protective packaging

Press Preparation: Allow product to acclimate to shop conditions for at least 24 hours

 Clean and adjust grippers and guides to avoid miss-feeding through press

 Avoid loading stock higher than 6 inches

 Fan stock gently to separate before loading into press

 Reduce cylinder pressure as much as possible to prevent wrinkling

Inks and Varnish: Consult your ink supplier for recommendations based on pressure sensitive stock used

 Use a minimum amount of water and ink mixture for best results

 Fast drying oxidizing inks are recommended for non-absorbent facestocks, including films and

    coated stocks 
- Use a minimum amount of ink and fountain solution

 
- Keep pH level between 4.5 to 5.5

 
- To avoid ink set-off and blocking when printing films, we recommend a jar/press setting of  

 
  .6/50 to .8/75 using a 25 to 35 micron particle size anti set-off spray.  Using larger particle 

 
  sizes may shorten drying time

 UV varnishes add gloss; matte or textured finishes provide UV, weather, moisture, and scuff 

    resistance.  Ensure UV varnish is compatible with your ink system; a thin coat is recommended for 

    optimal curing Stocks that will be laser printed require specialty inks that can withstand the high temperatures and 

    pressure of laser printersGuillotine Cutting: Blade should be clean and sharp
 Reduce clamp pressure as much as possible

 Cut through the back of the stock with the face down

 Trim in small lifts

For additional information, visit spinps.com, email sales@spinps.com, or call our Technical Consulting 

Hotline at 877.210.5104.

A collection of products for those who care

Liner weight is 80# on all products except where noted.  ^ Items also sold in individual 100 sheet box.  

*Due to machine capabilities and setting adjustments, specific printer testing is recommended.  

A collection of products for those who care

A collection of products for those who care

Pressure Sensitive Products for Digital Printing

Pressure Sensitive Products for Digital Printing

10% PCW

10% PCW

Tips for printing DiversiPrint ® pressure sensitive

® pressure sensitive

®
PER PRODUCTSLaser printing after offset printing:

For best laser processing results, immediately package offset printed stock in a moisture barrier wrap

Desktop and mid-range printers:
Feed through manual feed tray

Use “heavy paper” setting or set to proper GSM for best toner anchorage

High-speed laser printers:For best feeding results, use the belt/friction feed loading tray and the top delivery tray

Use the appropriate weight setting for best toner anchorage and feeding
For best toner anchorage, use appropriate weight or thickness setting, which on some printers is the 

    “heavyweight” settingWhen printing clear, choose the “white” setting so the printer will recognize the liner

Use the maximum amount of static elimination

If a jam occurs, turn the sheets so that the opposite edge becomes the feed edge as the jam may 

    have been caused by a bent corner

Tips for printing Digital Dual Purpose Films

Condition stock at pressroom conditions for a minimum of 24 hours

Set to appropriate GSM and/or caliper or use “heavyweight” setting

If film is clear, use “white” setting
For HP Indigo, the blanket temperature may be increased to improve ink anchorage

Use the maximum amount of static elimination

60# Offset

60# Bright White
8 Pt C1S Tag

Most offset printable papers are suitable for printing on dry toner production presses*

10% PCW

Size

Liner weight is 80# on all products except where noted.  

*Due to machine capabilities and setting adjustments, specific printer testing is recommended.  
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Pressure Sensitive Products forOffset Printing

Tips for printing and converting Offset pressure sensitive

Store pressure sensitive stock on a flat surface in a cool dry area between 65 and 75 degrees at  

    50% relative humidity Break bands to relieve pressure on skid-packed stock

Do not double stack skids or stack more than 5,000 sheets high

 Do not open sealed packages until ready to print

 Return unused stock to cartons or protective packaging

Press Preparation: Allow product to acclimate to shop conditions for at least 24 hours

 Clean and adjust grippers and guides to avoid miss-feeding through press

 Avoid loading stock higher than 6 inches

 Fan stock gently to separate before loading into press

 Reduce cylinder pressure as much as possible to prevent wrinkling

Inks and Varnish: Consult your ink supplier for recommendations based on pressure sensitive stock used

 Use a minimum amount of water and ink mixture for best results

 Fast drying oxidizing inks are recommended for non-absorbent facestocks, including films and

    coated stocks 
- Use a minimum amount of ink and fountain solution

 
- Keep pH level between 4.5 to 5.5

 
- To avoid ink set-off and blocking when printing films, we recommend a jar/press setting of  
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